
* Values shown may differ between productions.

SAE Viscosity Grade  5W-30

Density, @ 15 °C, kg/m³ ASTM D 4052 0,850

Flash Point, COC, °C ASTM D 92 240

 Viscosity, 40 °C, mm²/s  
ASTM D 445

 58,6

 Viscosity, 100 °C, mm²/s  10,2

Viscosity Index ASTM D 2270 163

Pour Point, °C ASTM D  97 -33

Description
Maxima PG 5W-30 is an ultra high performance synthetic motor oil for Peugeot, Citroen, FIAT 

new technology engines equipped with or without DPF, Maxima PG 5W-30 provides optimum engine 

performance, improved fuel economy and reduced exhaust emissions.   

Applications
Excellently suited for use in PSA Group vehicles equipped with diesel particulate filter systems requiring 

ACEA C2 performance level. Also recommended for most recent  FIAT Group, HONDA and TOYOTA

gasoline and diesel engines with/without particulate filter.

Benefits
• Reduces fuel consumption and pollutant emissions.

• Keeps engines clean, reduces friction.

• Very fast lubrication at low temperatures.

• Latest additive technology guarantees maximum engine lifetime by perfect protection.

Performance
ACEA A5/B5/C2, API SN, Fiat 9.55535 - S1, PSA B71 2290

Typical Specifications*
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Fully Synthetic, Premium Quality Motor Oil
MAXIMA PG 5W-30


